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SUMMARY

A wind–tunnel investigation was conducted of a * –scale prtial

model of a conventional fighter airplane to determine the effects of
rate of change of angle of attack on its maximum lift. The tests were
intended to supplement previous tests of the,ssme model by extending the
ramge of variables. The present tests covered a Mach rnuriberrange from
approximately 0.10 to 0.80 at pitching velocities varying from nearly O
to about 20 radians per second.

The results showed that the msximum lift ccxfficient increased
linearly with pitching velocity up to a limit value of the lift coeffi–
cient which deyended on the Mach nuniber. The magnitude of the ~itching-
velocity effect on the maximum lift coefficient decreased with increasing
Mach number so that it became negligible for a Mach number of about 0.60.

INTRODUCTION

The rate of change of angle of attack has in recent years assumed
appreciable significance among the prameters affecting the maximum wing
loads and therefore the maneuverability of high+peed aircraft and
missiles. Since the dynamic nature of this parameter has ~recluded
investigations ‘ofits effect by the usual wind–tunnel-test procedures,
a technique has been employed.whereby a model was made to rotate in a
manner simulating the motion of an airylane during pull=ups of vsmying
abruptness. Results of a wind–tunnel investigation using this technique

1
—–scale model of a conventional fighter airylane were yresented

‘n a 20

in reference 1 for a Mach number range from about 0.20 to 0.60 with
pitching velocities varying from about 3 to 12 radians yer second and
compared with flight results for the same airplane.

The satisfactory agreement obtained in the comparison indicated
that model results could be used to predict maximum lift for full-scale
flight conditions and, therefore, prompted further tests on the same

“
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2 NACA TN 2061

model over extended ranges of ~itching velocity and Mach number primarily
to detern@e a limiting value of the maximum lift coefficient, the extent
of the msximun&lift-coefficientincrement above the value for steady con—
ditions, and the Mach nuniberrange in which pitching velocity is effective
in increasing the msximum lift. An investigation was therefore conducted
in the Langley high-peed T–by lo-foot tunnel over a Mach number range
from about 0.10 to 0.80 and over a pitching-velocity range from nearly O
to about 20 radians yer second. 13e;auseo;
tion the results presented herein supersede
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improvements-in ins&m.unemti2—
those given ih reference 1.

span, feet

wing bending moment,,foot-pounds about 16.>percent-setispn
location

mean aerodynamic chord, feet

()lift coefficient ~
qs

msximum lift coefficient

bending+noment coefficient

lift, pounds

Mach nuniber

acceleration normal to relative wind, feet per second per secmd

dynamic yressure, ~ounds per square foot

Remolds number

true airsyeed, feet per second

wing srea, square feet

angle of attack, degrees
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da/dt rate of change
per second

of angle of attack (pitching velocity), radians

‘cda-—
V dt

dimensionless pitching–velocity parameter, change in angle of
pitch Ier chord traveled, radians

APPARATUS

.
The appsratus and model were essentially as described in reference 1.

A diagrammatic sketch of the pitching+nodel alpratus and a Thotogralh of
the model mounted in th~ Langley high-speed 7–by lo-foot tunnel are
_@resentedin figures 1 and 2, respectively. Briefly, the model was a
.
$—scale yartial reproduction of a conventional single-engine fighter

airplane with an elliptical wing of modified NACA 230-series sections.
The 2-foot-span wing and truncated proyellerless fuselage of the model
was designed to rotate in,pitch with approximately constant rates from
a small negative angle through the angle of maximum lift. The design
permitted a short pause at the negative angle to yermit resumption of
steady-flow conditions prior to each pull=u~. Modifications were Wde
to the or:ginal apparatus to change the starting,angle of pitch from

about ~ to -3$0 and to installwing-bending+noment gages on the left

wing at the 1~—percent+emispsm location.
2

The wing had not been

designed for wing+ending+noment measurements and the low stress level
did not permit a stable drift-free installation but was suitable for
qualitative measurements. Because the flexure type of lift measuring
device used (see fig. 1) was inherently subject to the acceleration
forces of the model in the lift direction, an accelerometer was installed
to permit corrections for this effect, which was expected to be larger
in the present tests because of the increased pitching-velocity range.

METHOD’AND RESULTS

Time variations of lift, wing bending moment, angle of attack, and
acceleration were recorded during pull-ups for yitching velocities
varying from nearly O to about 20 radians ~er second. The investigation
covered the Mach nuniberrange from 0.10 to 0.80 with incremmtal steps @
about 0.05 Mach nuniber. The variation of tunnel Reynolds nuder with
Mach number during the tests is given in figure 3. Owing to limitations
of the available torque of the pitching mechanism the msximum sngle of
attack attained during the @l-ups diminished with increasing Mach number

- ---- __________ . .— _____.. ._____ —____ ... . ... ____ ..- ___ +_,&-------- .--.———..—. _.



4 IIACATN 2061

from a & value of 30° at Mach nunibersbelow about 0.30 to a value
of about 15° at a Mach nunber of 0.80.

Figure 4 shows scale repxxiuctions of test records obtained during
the investigationwhich give t~ical ttme variations of the aforementioned
variables for various Mach numbers and yitching velocities. Treatment &
the data was similar to that in reference 1 exceyt for the inclusion of
acceleration corrections for the presen% test data. Corrections for the
inertia forces occurring during the pull+zl were appl”iedwhen necesssry
by the apprazimate method of diminishing the peak values of the lift trace
sn smount ~ropx+ional to the mean vslue of the acceleration during the
time of peak lift (fig. k(b)). For Mach nmibers above 0.60, the lift and
benting moment increased continuously uy to the highest sngles attainedby
the model (fig. 4(c)) so that in contrast to that at the lower Mach nynibers
no definite aerodynamic m&imums were obtained. In figure 4(c), the accel-
eration is given only by sn approximate envelope defined by two dash lines
because of the difficulty of reproduction of the multifrequency oscilla-
tions produced at high speeds by tunnel vibration and flow fluctuations.,

The lift-coefficient characteristics of the model as cross+otted
from records for nearly zero pitching velocity sre presented in figure 5.
The curves were checked at several yoints by measuring the lift at various
ftied angles of attack.

IR figure 6, the msximum pitching-velocity effect on the chmacte~
a

istics of ~ is compared with that on the characteristics of ~ for

various Mach numibersin the 0.20 to 0.60 range wherein sngle of attack
is the independent variable. The solid curves give the variations for
the steady condition (approx. zero pitching velocity); whereas the dash
pints show the maximum extension of the curves due to the effect of
pitching velocity.

The nmxhmm values of the lift coefficient obtained for each test
value of the pitching velocity are given by the round test Toints in
figure 7for all test Mach nunibersup to 0.60. Each test point represents
an average of the readings obtained from a group of pll-ups sll at a
nearly constant tialue.of dcc/dt. The applicable da/dt was taken as
the slope of the line joining the point on the angle-of+ttack - time
record corresponding to zero lift with the point corresponding to peak
ltit. (See reference 1.) The square test yoints at M = 0.55 and 0.60
sre values of the lift coefficient corresponding to Toints on the original
records at which pronounced changes occurred in the slopes of lift and
bending moment against tti.

- ZQ figure 8,
%mx

is shown as a function of the change in

()
angle of pitch per chord traveled $% for various Mach numbers. The

—.——-.
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dash lines representing Mach nunibersabove ().60were drawn at values of
the lift coefficient corresponding to the “ i“ angles attained at each
Mach nuniber.

The variation of maximum lift co&fficient with

F ‘m is presented in figure,9.various values of
V dt

labeled “Limit C
%nax”

is notgiven for a constant

—

Mach nuniberfor

The envelope curve

value of ~ da as
V dt .

are the other curves but represents the highest value of
%

obtained

at each Mach nuniber. The upper dash curve gives the lift coefficients
at the maximum angles attained. we lower dash curve labeled “~ at .

initial separation” represents values of the.lift coefficient corre–
spending to points of inflection on the original records similar to those
described previously in connection with figure 7for Mach nunibersof 0.55
and 0.60. ‘Thesepoints on the original records were also identifiable
(but less definitely so) by the noticeable increase in trace vibration
as the a?igleof attack was further increased.

DISCUSSION

The variation & the msximum lift coefficient with yitchjng velocity
is best illuskeated in figures 7 and 8. I?orthe Mach number range lelow

~ increases.in a generally linear manner with pitchingabout 0.55,C

velocity to a maximum velue,which appears relatively independent of
further increases in pitching velocity. At the lowest Mach nmibers
moderate deviatims from linearity are evident. The leveling off occurs

.-
Fda#at progressively smaller values of -— as the Mach ntier is ticreased..
v at

Ih figure 7, the scatter of the data is moderate for pitching velocities
up to and slightly beyond the knees of the curves. For this range of
pitching velocity the inertia forces were found to be negligible end the
accuracy of the results approaches the instrument accuracy for static
conditions which in general is with about 2 percent. For higher pitching
velocities the fiertia forces were no longer negligible and the greater
scatter in this .regionis a m?asure of the somewhat limited accuracy with
which acceleration corrections could be made. Since for these higher
pitching velocities the variaticm of the data followed no deftiite pattern
with Mach nuniberthe curves of

%ax
were extended level at a value

equal to that at the knees.
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The magnitude of

is seen to _belsrgest
increase occurs. The

the pitching-velocity effect on c% (fig. 9)

at the lower Mach nuhbers where newly a two-fold
total incremmt in C~ due to pitching velocity

decreases with increasing Mach number and in the 0.55 to 0.60 Mach nuuiber
region the curve of lbdt merges with the curve for zero ~itching

velocity. If the mean slopes of the curves of plotted against

~itchlng velocity in figure 8 are considered a measure of the influence...
of pitching velocity on the lift, then the fact that these slopes increase
generally with Mach nuttibersuggests that the decreasing total increment
of ck may be caused by scmp limiting local flow condition on the

wing. The similarity in shape of the curves below a Mach number of 0.40
in figure 9 also suggests that the interrelated effects of Mach.snd
Reynolds numiberson maximum lift in this region are similar with or
without pitching velocity.

The curve labeled “~ at initial separation” was included in fig-

~e 9 because it defines aylrcxcimatelythe lift-coefficient boundary at
which the condition t~ified by pre+axinmm- lift fluw separation occurs.
This fact is evident both from the manner in which the data were obtained
(see section entitled “Method and Results”) and the fact that the values
along this curve occur nesr the knee or force break on the lif&coeffi–
cient curves of figure 5. Also, the curve corresponds roughly with the
buffet boundary which”has been olserved from vsrious flight tests of
this t~e airplane. It is of interest to note that as M is increased
the effects of da/dt become negligible at those Mach numbers at which
pre+nsximunAift flow separation first begins to occur”. This condition
is in agreement with results of flight tests of a number of airplsnes.

An indication of the spmwise variation of the pitching-velocity
effect can be obtained from a comprison of the lift and bending+noment-
coefficient characteristicspresented in figure 6. For the low Mach
number range up to 0.40 both coefficientsreach their maximums at
approximately the ssme angle of attack with or without pitching velocity.
Without pitching velocity the flatness of the curves of ~M in the

stalling region relative to the curves of ~ indicates a gradual out-

board progression of stsll; whereas with pitching velocity the comprable
shsrpness of the peaks indicates a simultaneous and rather shar~ sta .
over the greater ysrt of the span.

At Mach numbers higher than about 0.40, the initial or yartial flow
separation (which is evidenced by the esrly deviations frd linesrity in
the curves) is &elayed to higher angles of attack due to the effects of
~itching velocity. This delay of the initisl separation is first seen
at a lower Mach number for the curves of ,C~ (M = 0.45) than for the

.
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curves of ~ (M = 0.55).At sufficiently high angles of attack, however,

lager values of the coefficients cen be obtained without the necessity
of pitching velocity. The unsteady<orce+reak values of the lift coeffi–
cient as a function of yitching velocity for Mach nunibersof 0.55 and 0.60
were presented
effect.

.

as the square test

SUMMARY

The effect of rate of change

points in figure

OF RESULTS

7 to illustrate this

of angle of attack on the lift of a
small model’of a conventional fighter afi@ane over the Mach number
range from 0.10 to 0.80 suresummsrized as follows:

For Mach num’’ersbelow about 0.55, the maximum lift coefficient
increased linearly with pitching velocity to a msximum value which
apyeared relatively independent of further increases of pitching velocity.
The total.increment of the meximum lift coefficient with pitching velocity
was largest (about 100 percent) at the lower Mach numbers; it decreased.
with increasing Mach nuniberand became negligible for Mach numbers above
about 0.55. ~ contrast, the rate of increase of the msximum lift
coefficient with the pitching–velocity factor increased generally with
Mach nuniber. Both the limit value of the msximum lift coefficient and
the value of the pitching-velocity factor at which it occurred decreased
continuously with increasing Mach number.

. .

Langley Aeronautical Laboratory
National Advisory Committee for Aeronautics

Lsmgley Air Force Base,.Va., Janusry 10, 1950

REFERENCE

1. Harper, Yaul W:, and Flanigan, Roy E.: Investigation of the Variation
of Msximum Lift for a Titching Air@sne Model and Comparison with
Fligl& Results. lNACATN 1734, 1948.

..— . .__.____e_ .__ .__ __ _ _ ______,._____ _



_——...— —.— .-—. —— .-—-— . . . . .

8 NACATN2061
.

——— -— ————. -—

al

ii

‘2

..



NACATN2061 9

,

r

,,

...- . ... . . . .—.——_________ . -m_______.-——--—— ——— —-.. .._. _— _____ _________ ____



..—.—..—— ..—. ——. . —— . .

,

.
—.—————. ——- — ———- — —-——



NACJITN2061 11

/.6 ,

1.4

$ .6

,2

0
0

/06

v
I 1 I I I I I I
.1 .2 .3 4 .5 .6

Mach number, M

Figure 3.- Variation of Reynolds number with Mach number
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